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 1.  GENERAL SPECIFICATIONS: BIVAR MOLDED COMPONENT SPECIFICATION BV00-E101.
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 2.  MATERIAL: NYLON 66, 15% GLASS, 94V-0, BLACK.

E-1000

E-1300
E-1350
E-1400

E-1150
E-1200
E-1250

E-1050
E-1100

PART
NO.

E-650

PART
NO.

E-850
E-900
E-950

E-800
E-750
E-700

E-400
E-350

E-500

E-600
E-550

E-450

E-250
E-300

E-200

84006-1610.0 (254.0)

.093 (2.4)

.093 (2.4)

.078 (2.0)

10.547(267.9)

12.047(306.0)
13.0 (330.2)
13.5 (342.9)
14.0 (355.6)

11.5 (292.1)
12.0 (304.8)
12.5 (317.5)

10.5 (266.7)
11.0 (279.4)

9.031(229.4)

6.024 (153.0)

4.516 (114.7)

5.274 (134.0)

84006-17
84006-18
84006-19
84006-20
84006-21
84006-22
84006-23
84006-24

.156 (4.0)

.156 (4.0)

.141 (3.6)

C
+.016 (.41)
-.032 (.81)

DESC
DWG. NO.

T
±.005 (.1)

D
±.005 (.1)

A
+.016 (.41)
-.032 (.81)

L
±.062 (1.6)

D
±.005 (.1)

.078 (2.0)

.078 (2.0)

.078 (2.0)

.078 (2.0)

.078 (2.0)

.078 (2.0)

6.5 (165.1)

A
+.016 (.41)
-.047 (1.2)

6.031 (153.2)

L
±.062 (1.6)

8.5 (215.9)
9.0 (228.6)
9.5 (241.3)

7.531(191.3)

8.0 (203.2)
7.5 (190.5)
7.0 (177.8)

C
+.016 (.41)
-.032 (.81)

3.766 (95.7)

N/A

5.016 (127.4)

4.0 (101.6)
3.5 (88.9)

5.0 (127.0)
5.5 (139.7)
6.0 (152.4)

4.5 (114.3)
3.016 (76.6)

2.5 (63.5)
3.0 (76.2)

2.0 (50.8)

1.516 (38.5)

1.016 (25.8)

N/A

N/A

N/A

N/A

84006-09

84006-13
84006-14
84006-15

DESC
DWG. NO.

84006-12
84006-11
84006-10

T
±.007 (.2)

.141 (3.6)

.125 (3.2)

84006-07
84006-08

84006-04
84006-05
84006-06

84006-03
84006-02
84006-01

.125 (3.2)

.125 (3.2)

.125 (3.2)

.125 (3.2)         -

±0.005
±0.005
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